
TURN-KEY CREATIVE OFFICE OR RETAIL IN 
THE HEART OF SOUTH 1ST STREET
3680 Usable SQ FT + 444 SQ FT of Terrace  |  2209 South 1st St #101, Austin, TX 78704  |  Call For Price

CONTACT 

AVAILABLE FOR SALE

Kevin Burns, Broker / CEO |  512.848.8722  |  kevin@urbanspacerealtors.com
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• Ground floor retail space at One Oak, located at 
the corner of Live Oak and South First

• Space comes fully finished out with hardwood 
floors, kitchen and conference room

• Owner and staff access to One Oak amenity 
spaces including pool, fitness center, indoor/
outdoor lounges and additional meeting spaces.
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ELECTRICAL NOTES:
1. ALL 120-VOLT, SINGLE PHASE, 15-, 20-AMPERE BRANCH CIRCUITS

SUPPLYING OUTLETS INSTALLED IN DWELLING UNIT KITCHENS, FAMILY
ROOMS, DINING ROOMS, LIVING ROOMS, PARLORS, DENS, BEDROOMS,
SUNROOMS, RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY
ROOMS, OR SIMILAR ROOMS OR AREAS SHALL BE INSTALLED PER 2020
NEC 210.12 AND 406.12. 

2. ALL WORK WITHIN DWELLING UNITS MUST CONFORM TO NEC ARTICLE 210.8(A), (D)
(E), & (F) (GROUND-FAULT CIRCUIT-INTERRUPTER PROTECTION), ARTICLE 210.12 
(ARC-FAULT PROTECTION), AND ARTICLE 406.12 (TAMPER-RESISTANT 
RECEPTACLES). PROVIDE ACCORDINGLY IN ALL REQUIRED AREAS.

3. ALL DWELLING CIRCUITS (TO INCLUDE SMOKE DETECTORS, LIGHTING, SWITCHES, 
AND CONVENIENCE OUTLETS) (EXCLUDING KITCHEN & BATH) SHALL BE CIRCUITED 
TO A MAXIMUM OF EIGHT (8) DUPLEX RECEPTACLES OR 1500 WATTS PER CIRCUIT.

4. ELECTRICAL CONTRACTOR SHALL REFER TO ARCHITECT FOR EXACT
LOCATION OF HANDICAPPED UNITS.  ELECTRICAL CONTRACTOR SHALL
FURNISH AND INSTALL ALL HANDICAP DEVICES AS PER NATIONAL AND
LOCAL CODES.

5. ALL RECEPTACLES MOUNTED IN BACK SPLASH AND KITCHEN ISLANDS OR
PENINSULAR ARE TO BE MOUNTED HORIZONTALLY.

6. ALL RECEPTACLES MOUNTED OVER COUNTERTOPS SHALL COMPLY WITH
FHA GUIDELINES.

7. ALL APARTMENT SMOKE DETECTORS SHALL BE HARD-WIRED, AND
INTERCONNECTED WITH BATTERY BACKUP, NOT CONNECTED TO
BUILDING FIRE SYSTEM.

8. OWNER/ARCHITECT SHALL SELECT LIGHTING FIXTURES. 

9. ALL COMBINATION TELEPHONE/DATA OUTLETS SHALL BE WIRED SUCH
THAT TWO INDEPENDENT NETWORKS ARE PROVIDED AND TERMINATED AT
LOCATIONS DESIGNATED ON PLANS.

10. ALL ANSI UNITS DESIGNATED ON ARCHITECTURAL PLANS SHALL BE
PROVIDED WITH AUDIO/VISUAL ALARM SYSTEM NOTIFICATION DEVICES AS 
REQUIRED BY ALL NATIONAL AND LOCAL CODES AND ORDINANCES. 

11. ALL TELEPHONE AND DATA SHALL BE WIRED WITH CAT 5e WIRING.

12. ALL T.V. LOCATIONS SHALL BE WIRED WITH RG-6 COAX OR BETTER.

13. REFER TO MECHANICAL AND ARCHITECTURAL FOR FURR DOWNS.

14. ALL SWITCHES LOCATED WITHIN 36" (MEASURED HORIZONTALLY FROM
BATHTUB RIM SHALL BE GFCI PROTECTED.

15. NO BATH GFI RECEPTACLES SHALL BE LOCATED IN MIRRORS. 

16. LAV. LIGHTS TO BE COORDINATED WITH PLUMBING VENT AND CENTERED OVER LAV.

17. ALL HVAC DISCONNECTS SHALL BE INDEPENDENT OF THE HVAC
EQUIPMENT AND SHALL BE LOCATED ADJACENT, IN-SIGHT OF AND WITHIN 25'-0" OF  
HVAC EQUIPMENT.

18. ALL DEDICATED RECEPTACLES SHALL BE SIMPLEX RECEPTACLES.

19. LIGHTING FIXTURES SHALL COMPLY WITH 2020 NEC ART. 410.16 (A), (B) &
410.10 (D).

20. SEE SHEET G002 FOR ELECTRICAL SYMBOLS LEGEND.

21. NOT USED.

22. GFCI PROTECTION SHALL BE PROVIDED FOR OUTLETS THAT SUPPLY 
DISHWASHERS, CLOTHES WASHERS & DRYERS AND SHALL BE READILY
ACCESSIBLE.

23. FINAL SMOKE & COMBO SMOKE CARBON MONOXIDE DETECTORS SHALL BE
MINIMUM 3' FROM ALL REGISTERS, RETURN AIR, OR FANS.

24. DISCONNECTING MEANS FOR APPLIANCES SHALL COMPLY WITH 2020 NEC 422.31(B) 
& 422.31(C).

25. CONTRACTOR SHALL VERIFY AND PROVIDE EXACT RECEPTACLE REQUIREMENTS 
WITH ACTUAL EQUIPMENT BEING INSTALLED IN THE FIELD.

26. PROVIDE DOOR BELL SYSTEM WITH AUDIO/VISUAL DEVICE IN ALL HANDICAPPED 
UNITS. EDWARDS PRODUCTS AND CAT #'S:
PUSH BUTTON - CAT# 620
TRANSFORMER - CAT# 592
HORN/STROBE - CAT# 6536-G5
PROVIDE ALL NECESSARY HARDWARE AND CONTROL WIRING

27. FOR ALL ADAPTABLE UNITS, CONTRACTOR TO FULLY INSTALL AUDIBLE FIRE ALARM 
DEVICES WITH INTEGRAL VISUAL NOTIFICATION IN COMMON AREAS, BEDROOMS, 
BATHROOMS AND KITCHENS.

28. SMOKE DETECTORS SHALL BE 120V WITH BATTERY BACK UP AND HAVE BUILT-IN 
STROBES IN ADAPTABLE UNITS.  DETECTORS SHALL BE NO LESS THAN 36" FROM A 
BATHROOM DOOR, SUPPLY AIR REGISTER, OR TIP OF A CEILING FAN BLADE.

UNIT LIGHT FIXTURE SCHEDULE
U1: KITCHEN: TRACK LIGHT, LED OR CFL. 
U2: THROUGHOUT: SURFACE MOUNTED LED PUCK.
U3: BATHROOM: 3 LIGHT VANITY OR 4 LIGHT VANITY WITH CFL,

WALL MOUNTED.
U4: CLOSET/UTILITY: 1 CFL, WALL OR CEILING MOUNTED
U5: DINING ROOM: PENDANT LIGHT, CFL OR LED.
U6: BEDROOM: 52" CEILING FAN WITH CFL LIGHT KIT, DOWN

RODS AS REQUIRED.
U7: KITCHEN: MINI PENDANT, COMPACT FLUORESCENT OR

LED, SURFACE MOUNTED.
U8: PATIO: OUTDOOR WALL LANTERN, COMPACT 

FLUORESCENT OR LED.
U9: BATHROOM: SURFACE MOUNTED LED PUCK, UL LISTED

FOR WET LOCATION.
U10: LIVING ROOM: 52" CEILING FAN CFL LIGHT KIT, DOWN RODS

AS REQUIRED.
U11: KITCHEN: UNDER CABINET LIGHT STRIP, LED OR CFL.
U12: BATHROOM: 4" SURFACE MOUNTED LED PUCK, UL LISTED 

FOR WET LOCATIONS.
U13: TENANT GARAGE: SURFACE MOUNTED LED STRIP.
  
ALL FIXTURE TO BE SELECTED BY OWNER UNLESS ALREADY SPECIFIED.
NOT ALL SYMBOLS IN PLANS ARE REPRESENTATIVE OF ACTUAL FIXTURE 
STYLE/SELECTION.
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common law copyright and other property rights in these
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2110
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1/4" = 1'-0"
1

Electrical - Live/Work (101)

Keynote Legend
Key Value Keynote Text

E01 MOUNT SWITCH UNDER SINK IN CABINET.

E03 MOUNT 6" BELOW COUNTERTOP, VERTICALLY IN 2X4 WALL, NEAREST TO CHAIR/STOOL
SIDE

E04 MOUNT AT 15" ABOVE FINISHED FLOOR.

E05 MOUNT AT 48" ABOVE FINISHED FLOOR, FOR INTERFACE PANEL.

E07 USB DUPLEX OUTLET, GFCI WHERE REQUIRED.

E10 WEATHER PROOF/WEATHER RESISTANT GFCI OUTLET TYPICAL; CIRCUIT TO HOUSE
PANEL.

E16 PROVIDE J-BOX/DISCONNECT FOR MECHANICAL EQUIPMENT. SEE MECHANICAL SHEETS
FOR EQUIPMENT LOCATION AND SCHEDULE.

E37 PROVIDE J-BOX FOR PLUMBING EQUIPMENT. SEE PLUMBING SHEETS FOR EQUIPMENT
LOCATION AND SCHEDULE.

E53 CEILING MOUNTED J-BOX FOR FOR FUTURE UNIT LIGHT FIXTURE.

E54 CEILING MOUNTED FAN RATED J-BOX FOR FUTURE CEILING FAN. PROVIDE
CONNECTION FROM LIGHT SWITCHES TO J-BOX. OWNER TO PROVIDE FIXTURE.

E64 GC TO COORDINATE LOCATION OF UNDERCABINET LIGHTING IN FIELD.
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ELECTRICAL NOTES:
1. ALL 120-VOLT, SINGLE PHASE, 15-, 20-AMPERE BRANCH CIRCUITS

SUPPLYING OUTLETS INSTALLED IN DWELLING UNIT KITCHENS, FAMILY
ROOMS, DINING ROOMS, LIVING ROOMS, PARLORS, DENS, BEDROOMS,
SUNROOMS, RECREATION ROOMS, CLOSETS, HALLWAYS, LAUNDRY
ROOMS, OR SIMILAR ROOMS OR AREAS SHALL BE INSTALLED PER 2020
NEC 210.12 AND 406.12. 

2. ALL WORK WITHIN DWELLING UNITS MUST CONFORM TO NEC ARTICLE 210.8(A), (D)
(E), & (F) (GROUND-FAULT CIRCUIT-INTERRUPTER PROTECTION), ARTICLE 210.12 
(ARC-FAULT PROTECTION), AND ARTICLE 406.12 (TAMPER-RESISTANT 
RECEPTACLES). PROVIDE ACCORDINGLY IN ALL REQUIRED AREAS.

3. ALL DWELLING CIRCUITS (TO INCLUDE SMOKE DETECTORS, LIGHTING, SWITCHES, 
AND CONVENIENCE OUTLETS) (EXCLUDING KITCHEN & BATH) SHALL BE CIRCUITED 
TO A MAXIMUM OF EIGHT (8) DUPLEX RECEPTACLES OR 1500 WATTS PER CIRCUIT.

4. ELECTRICAL CONTRACTOR SHALL REFER TO ARCHITECT FOR EXACT
LOCATION OF HANDICAPPED UNITS.  ELECTRICAL CONTRACTOR SHALL
FURNISH AND INSTALL ALL HANDICAP DEVICES AS PER NATIONAL AND
LOCAL CODES.

5. ALL RECEPTACLES MOUNTED IN BACK SPLASH AND KITCHEN ISLANDS OR
PENINSULAR ARE TO BE MOUNTED HORIZONTALLY.

6. ALL RECEPTACLES MOUNTED OVER COUNTERTOPS SHALL COMPLY WITH
FHA GUIDELINES.

7. ALL APARTMENT SMOKE DETECTORS SHALL BE HARD-WIRED, AND
INTERCONNECTED WITH BATTERY BACKUP, NOT CONNECTED TO
BUILDING FIRE SYSTEM.

8. OWNER/ARCHITECT SHALL SELECT LIGHTING FIXTURES. 

9. ALL COMBINATION TELEPHONE/DATA OUTLETS SHALL BE WIRED SUCH
THAT TWO INDEPENDENT NETWORKS ARE PROVIDED AND TERMINATED AT
LOCATIONS DESIGNATED ON PLANS.

10. ALL ANSI UNITS DESIGNATED ON ARCHITECTURAL PLANS SHALL BE
PROVIDED WITH AUDIO/VISUAL ALARM SYSTEM NOTIFICATION DEVICES AS 
REQUIRED BY ALL NATIONAL AND LOCAL CODES AND ORDINANCES. 

11. ALL TELEPHONE AND DATA SHALL BE WIRED WITH CAT 5e WIRING.

12. ALL T.V. LOCATIONS SHALL BE WIRED WITH RG-6 COAX OR BETTER.

13. REFER TO MECHANICAL AND ARCHITECTURAL FOR FURR DOWNS.

14. ALL SWITCHES LOCATED WITHIN 36" (MEASURED HORIZONTALLY FROM
BATHTUB RIM SHALL BE GFCI PROTECTED.

15. NO BATH GFI RECEPTACLES SHALL BE LOCATED IN MIRRORS. 

16. LAV. LIGHTS TO BE COORDINATED WITH PLUMBING VENT AND CENTERED OVER LAV.

17. ALL HVAC DISCONNECTS SHALL BE INDEPENDENT OF THE HVAC
EQUIPMENT AND SHALL BE LOCATED ADJACENT, IN-SIGHT OF AND WITHIN 25'-0" OF  
HVAC EQUIPMENT.

18. ALL DEDICATED RECEPTACLES SHALL BE SIMPLEX RECEPTACLES.

19. LIGHTING FIXTURES SHALL COMPLY WITH 2020 NEC ART. 410.16 (A), (B) &
410.10 (D).

20. SEE SHEET G002 FOR ELECTRICAL SYMBOLS LEGEND.

21. NOT USED.

22. GFCI PROTECTION SHALL BE PROVIDED FOR OUTLETS THAT SUPPLY 
DISHWASHERS, CLOTHES WASHERS & DRYERS AND SHALL BE READILY
ACCESSIBLE.

23. FINAL SMOKE & COMBO SMOKE CARBON MONOXIDE DETECTORS SHALL BE
MINIMUM 3' FROM ALL REGISTERS, RETURN AIR, OR FANS.

24. DISCONNECTING MEANS FOR APPLIANCES SHALL COMPLY WITH 2020 NEC 422.31(B) 
& 422.31(C).

25. CONTRACTOR SHALL VERIFY AND PROVIDE EXACT RECEPTACLE REQUIREMENTS 
WITH ACTUAL EQUIPMENT BEING INSTALLED IN THE FIELD.

26. PROVIDE DOOR BELL SYSTEM WITH AUDIO/VISUAL DEVICE IN ALL HANDICAPPED 
UNITS. EDWARDS PRODUCTS AND CAT #'S:
PUSH BUTTON - CAT# 620
TRANSFORMER - CAT# 592
HORN/STROBE - CAT# 6536-G5
PROVIDE ALL NECESSARY HARDWARE AND CONTROL WIRING

27. FOR ALL ADAPTABLE UNITS, CONTRACTOR TO FULLY INSTALL AUDIBLE FIRE ALARM 
DEVICES WITH INTEGRAL VISUAL NOTIFICATION IN COMMON AREAS, BEDROOMS, 
BATHROOMS AND KITCHENS.

28. SMOKE DETECTORS SHALL BE 120V WITH BATTERY BACK UP AND HAVE BUILT-IN 
STROBES IN ADAPTABLE UNITS.  DETECTORS SHALL BE NO LESS THAN 36" FROM A 
BATHROOM DOOR, SUPPLY AIR REGISTER, OR TIP OF A CEILING FAN BLADE.

UNIT LIGHT FIXTURE SCHEDULE
U1: KITCHEN: TRACK LIGHT, LED OR CFL. 
U2: THROUGHOUT: SURFACE MOUNTED LED PUCK.
U3: BATHROOM: 3 LIGHT VANITY OR 4 LIGHT VANITY WITH CFL,

WALL MOUNTED.
U4: CLOSET/UTILITY: 1 CFL, WALL OR CEILING MOUNTED
U5: DINING ROOM: PENDANT LIGHT, CFL OR LED.
U6: BEDROOM: 52" CEILING FAN WITH CFL LIGHT KIT, DOWN

RODS AS REQUIRED.
U7: KITCHEN: MINI PENDANT, COMPACT FLUORESCENT OR

LED, SURFACE MOUNTED.
U8: PATIO: OUTDOOR WALL LANTERN, COMPACT 

FLUORESCENT OR LED.
U9: BATHROOM: SURFACE MOUNTED LED PUCK, UL LISTED

FOR WET LOCATION.
U10: LIVING ROOM: 52" CEILING FAN CFL LIGHT KIT, DOWN RODS

AS REQUIRED.
U11: KITCHEN: UNDER CABINET LIGHT STRIP, LED OR CFL.
U12: BATHROOM: 4" SURFACE MOUNTED LED PUCK, UL LISTED 

FOR WET LOCATIONS.
U13: TENANT GARAGE: SURFACE MOUNTED LED STRIP.
  
ALL FIXTURE TO BE SELECTED BY OWNER UNLESS ALREADY SPECIFIED.
NOT ALL SYMBOLS IN PLANS ARE REPRESENTATIVE OF ACTUAL FIXTURE 
STYLE/SELECTION.
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E01 MOUNT SWITCH UNDER SINK IN CABINET.

E03 MOUNT 6" BELOW COUNTERTOP, VERTICALLY IN 2X4 WALL, NEAREST TO CHAIR/STOOL
SIDE

E04 MOUNT AT 15" ABOVE FINISHED FLOOR.

E05 MOUNT AT 48" ABOVE FINISHED FLOOR, FOR INTERFACE PANEL.

E07 USB DUPLEX OUTLET, GFCI WHERE REQUIRED.

E10 WEATHER PROOF/WEATHER RESISTANT GFCI OUTLET TYPICAL; CIRCUIT TO HOUSE
PANEL.

E16 PROVIDE J-BOX/DISCONNECT FOR MECHANICAL EQUIPMENT. SEE MECHANICAL SHEETS
FOR EQUIPMENT LOCATION AND SCHEDULE.

E37 PROVIDE J-BOX FOR PLUMBING EQUIPMENT. SEE PLUMBING SHEETS FOR EQUIPMENT
LOCATION AND SCHEDULE.

E53 CEILING MOUNTED J-BOX FOR FOR FUTURE UNIT LIGHT FIXTURE.

E54 CEILING MOUNTED FAN RATED J-BOX FOR FUTURE CEILING FAN. PROVIDE
CONNECTION FROM LIGHT SWITCHES TO J-BOX. OWNER TO PROVIDE FIXTURE.

E64 GC TO COORDINATE LOCATION OF UNDERCABINET LIGHTING IN FIELD.
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DINING
1. Austin Eastciders
2. Juliet Italian Kitchen
3. Carpenter’s Hall
6. Terry Black’s Barbecue
10. Eberly
11. Uchi
13. Soto
14. Merit Coffee
15. Odd Duck
16. Ramen Tatsuya
19. ABA Austin
20. Sweetgreen
21. Two Hands
22. Sunlit Organics
23. Summer House
24. Prim & Proper
36. Joann’s Fine Foods
38. Jo’s Coffee 

44. Perla’s
48. Home Slice
49. Guero’s Taco Bar
50. 1417
51. Elizabeth Street Cafe
52. Barlata
53. Piknik
54. NadaMoo
55. Thai Fresh
57. Fresa’s
58. Dolce Neve
61. Central Standard
62. Manana
64. Otoko
65. Cafe No Se
66. Vespaio
68. Neighborhood Sushi
69. June’s All Day 

70. Lenoir
71. Bouldin Creek Cafe
72. Soup Peddler
74. Sugar Mama’s
75. Polvo’s
76. Once Over Coffee Bar
77. El Primo
78. Manoli’s
79. Juiceland
80. Mattie’s
81. Super Thai Cuisine
83. Loro
84. ABGB
85. Phoebe’s Diner
86. Habanero Cafe
88. The Meteor
89. Vinaigrette
90. Lucy’s Fried Chicken

SHOPPING
9. YETI
25. Madewell Men’s
26. Lululemon
27. Ray Ban
28. Buck Mason
29. Neighborhood Goods
30. Reformation
31. Parachute
32. Frame
33. Everlane
34. Allbirds
35. Outdoor Voices
37. Nike
40. Warby Parker
41. Madewell
42. Marine Layer
43. Tecovas
45. Tom’s
46. By George 

47. Stag Provisions for Men
56. MOD Bikes
59. Maufrais
60. Noah Marion
63. Sunroom
67. Kendra Scott
73. Frond Plant Shop

CULTURE
4. Zach Toffer Theater
5. Butler Pitch & Putt
7. Auditorium Shores
8. Palmer Event Center
12. Alamo Drafthouse
17. Equinox
18. Soho House
39. Continental Club
82. Bouldin Acres
87. C Boys Heart & Soul

NEIGHBORHOOD HOTSPOTS

CONTACT 
Kevin Burns, Broker / CEO |  512.848.8722  |  kevin@urbanspacerealtors.com


